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ANTISTATIC

Polyurethane-coated palm

AO620

Dissipative Palm Fit

CHARACTERISTICS DESCRIPTION
The mixture of acrylic and nylon fibres creates a material whose dissipative
* Acrylic and nylon fibre properties protect components from static electricity.
* Surface resistivity: The polyurethane coating on the palm and fingertips prevents fingerprints
10°-10° /sq, and protects against micro-cuts.
tested up to five This nylon liner offers dexterity and comfort without sacrificing mechanical
washings resistance.
e Seamless liner The seamless design and anatomical shape allow delicate parts to be

handled with dexterity, reduce hand fatigue and prevent irritation.
Its elasticated cuff keeps the glove correctly adjusted.
Can be washed at 40°C using a neutral detergent.

* Polyurethane-coated
palm

* Breathable back
of the hand

3

g

SIZES 8
6/S EN388 EN420 EN 9- T‘j

Cat.ll T ABRASION BLADE CUT 1551 1556 :

7/M 01 2 3 4 01 2 3 45 g
TEAR PUNCTURE £

8/L 3121 01 2 3 4 01 2 3 4 '3.

9/XL EC Type Examination Certificate from IFTH H
v

Avenue Guy de Collongue, 69134 Ecully Cedex

SHOWA EUROPE - 171 ter,avenue Charles de Gaulle - 92200 Neuilly-sur-Seine - France - Tél.33 (0)1 55 62 14 20 - Fax 33 (0)1 55 62 14 29

Descriptions, caracteristics, applications and pictures are given for your information and are not supposed to be taken as contractual commitment. February 2004 Edition
Manufacture allows himself to provide necessary modifications on products and documents.



